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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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IS: 11777 (Part 14 >- 1987 



Indian Standard 



( Reaffirmed 2002 ) 



SPECIFICATION FOR 

CIRCULAR CONNECTORS FOR RADIO AND ASSOCIATED 

SOUND EQUIPMENT FOR FREQUENCIES BELOW 3 MHz 

INCLUDING DC 

PART 14 FREE EIGHT-PIN CONNECTOR FOR MICROPHONE AND OTHER 
VARIOUS APPLICATIONS, TYPE 11777 1S-13 



0. General — This standard shall be read in conjunction with IS : 11777 ( Part 1 )-1986 'Specification 
for circular connectors for radio and associated equipment for frequencies below 3 MHz including 
dc : Part 1 Test schedule and requirements'. 

1. Type Designation — See 4 of IS : 11777 ( Part D-1986. 

2. Outline and Dimensions — The outline and dimensions shall be according to Fig. 1 and Table 1. 




FIG. 1 OUTLINE AND DIMENSIONS 







TABLE 1 


DIMENSIONS 






Reference 


Ali dimensions in 


millimetres. 


Max 


Mtn 


Dia 


a 
b 

c 








1-50 

8*5 

9'3 


1*46 

75 

8'8 


Dia 


d 








705 


695 


Dia 


e 








12'4 


12*1 


Dia 


f 

h 

J 
k 








136 
1 
9 

2'4 
1*5 


13 1 

8"5 
2'2 
1*3 


Dia 


1 








16-5 


— 


Dia 


m 



P 








18 

0*75 


15 
0'65 



3. Climatic Category — See 3 of IS : 11777 ( Part 1 )-1986. 

4. Contact Arrangements and Connections — See 5 of IS : 11777 ( Part 1 )-1986. 

5. Electrical Ratings 

5.1 The ratings shall be as given below: 

a) Voltage rating: 34 V ac or dc, and 

b) Current rating: 2 A ac or dc. 
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6. Materials and Workmanship — See 7 of IS : 11777 ( Pait 1 )-1986. 

7. Tests — See 9 of IS : 11777 ( Part 1 )-1986. 

8. Marking — See 8 of IS : 11777 ( Part 1 )-1986. 



EXPLANATORY NOTE 

This standard is based on IEC Pub 130-9B (1975) Second supplement to Publication 130-9 (1971) 
'Connectors for frequencies below 3 MHz: Part 9 Circular connectors for radio and associated sound 
equipment'. The type of connector covered in this standard is equivalent to Type 130-9 IEC-20- 
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